Troubleshooting Notes

If you experience problems with the MVP-RE Receiver, try some of the suggestions listed below before calling the Factory Technicians.

**Receiver Appears Dead; There is No Response When Transmitter Buttons Are Pushed.**
Check the power connections to the receiver. There must be at least 20 VAC at the receiver power connections. (If a 24V system).
Review the code switch and the selector switch settings then reprogram the receiver...
Try a different code switch setting.
Check the antenna installation.
Wait one minute for the receiver to “warm-up”.
Check battery in transmitter.

**Receiver “Clicks” When Any Transmitter Button Is Pushed, But Nothing Else Happens.**
Check the wire & connections in the STOP circuit. Refer to Figure 3.
Check the OPEN & CLOSE connections.
The wire gage may be too small for the number of wall stations used.
Check the power to the door operator.
Check the door operator’s control voltage.

**Short Distance or Intermittent Operation.**
Relocate the antenna with a coaxial cable.
Metal objects too close to receiver, move to a better location.
External interference (such as radio towers).

Linear Limited Warranty

This Linear product is warranted against defects in material and workmanship for twelve (12) months. This warranty extends only to wholesale customers who buy direct from Linear or through Linear’s normal distribution channels. Linear does not warrant this product to consumers. Consumers should inquire from their selling dealer as to the nature of the dealer’s warranty, if any. There are no obligations or liabilities on the part of Linear LLC for consequential damages arising out of or in connection with use or performance of this product or other indirect damages with respect to loss of property, revenue, or profit, or cost of removal, installation, or reinstallation. All implied warranties, including implied warranties for merchantability and implied warranties for fitness, are valid only until the warranty expires. This Linear LLC Warranty is in lieu of all other warranties express or implied.

All products returned for warranty service require a Return Product Authorization Number (RPA#). Contact Linear Technical Services at 1-800-421-1587 for an RPA# and other important details.

MVP-RE Commercial Receivers are designed to work with most commercial door operators. Programming the receiver to accept the transmitter signal is a matter of pushing the “LEARN” button on the receiver body and activating the transmitter. The MVP-RE is connected to the commercial operator in the same manner as a 3-button station and provides full open, close, and stop functionality via radio control. The receiver is powered from the operator’s 24 VAC transformer. The antenna is removable and may be relocated (using coaxial cable, not included) for better RF reception.

Important Installation Notes

**WARNING:** To reduce the risk of severe injury or death: Read and follow all installation instructions!

- MVP-RE Receivers are intended for use with commercial door operators only. Do not use for any other purpose. Do not modify in any manner.
- Check local building and electrical codes for mandatory installation and wiring requirements.
- Connect power cords only to a properly grounded outlet. If permanent wiring is required by codes, disconnect power at fuse box or circuit breaker before attempting any wiring connections.
- Do not wear rings, watches or loose clothing while installing or servicing garage door openers. Wear safety goggles or other protective eyewear.
- An unbalanced door or one that sticks or binds may cause injury or death. Ensure door is properly balanced and eliminate any sticking or binding.
- Your garage door is a large moving object. The springs, pulleys, cables and mounting hardware utilized to balance its operation are under extreme tension at all times and can cause serious personal injury, even death, if disturbed. Only a qualified service person should move, loosen or adjust door springs or hardware.
- Locate control pushbuttons within sight of the door and away from the moving parts of the door. Install entrapment warning label next to the control pushbutton in a prominent location.
- Remove all ropes and remove or make inoperative all locks connected to the garage door.
- The important safeguards and instructions in this manual cannot cover all possible conditions and situations. It must be understood that common sense and caution must be exercised by the person(s) installing, maintaining and operating this equipment.

Do not use radio controls on commercial door operators unless proper entrapment protection devices are installed. Consult the manufacturer of your operator for more details.
The MVP-RE receiver functions as a 3-button station. Three sets of isolated contacts are provided: normally open contacts for the OPEN PUSHBUTTON (orange wires); normally open contacts for the CLOSE PUSHBUTTON (black wires); normally closed contacts for the STOP PUSHBUTTON (gray wires). Refer to Figure 1. For special STOP circuit applications, normally open contacts are available from the factory.

Typical 4-wire 3-button stations are wired as shown in Figure 2. Number 18 gauge wire or heavier must be used for wiring the control stations and the MVP-831E receiver to the door operator. Smaller gauge wire may cause operational problems, especially when multiple 3-button stations are used. For typical installations the MVP-RE receiver is mounted near the door operator, away from any high voltage conduits or steel support beams. For wiring, follow the steps below and refer to Figure 3.

1. In the door operator control panel, locate the wire connecting the door operator to the 3-button station COMMON. Note its location and remove.
2. Connect one of the gray wires from the MVP-RE to the wire just removed from the pushbutton COMMON.
3. Connect the following wires from the MVP-RE to the operator 3-button COMMON (as shown in Figure 3):
   - ONE ORANGE (OPEN)
   - ONE BLACK (CLOSE)
   - ONE GRAY (STOP)
4. Connect the remaining MVP-RE black wire to the CLOSE pushbutton terminal in the door operator control panel.
5. Connect the remaining MVP-RE orange wire to the OPEN pushbutton terminal in the door operator control panel.
6. Finish the wiring by connecting 24 VAC to the red and white wires of the MVP-RE receiver.

BEFORE APPLYING POWER CHECK CONNECTIONS AND INSTALL THE ANTENNA

### Learning Transmitter Codes

- The MVP-RE receiver is capable of learning the codes from up to 8 different Allstar Open/Close/Stop transmitters. The transmitters may be any combination of MVP, Classic or original dip-switch type Open/Close/Stop transmitters (Models 8833-O/C/S, 8833C-O/C/S, 831, 733, 639, and/or 53S).
- Match the receiver operating frequency with the transmitter operating frequency.
- Pre-program the transmitter (or set the DIP switches) according to the instructions that accompanied the transmitter.
- For transmitters that can operate multiple doors (Models 8833C-O/C/S, 733 639, and 53S), make sure the selector switch(es) is (are) positioned for the desired door you want to operate before starting the receiver programming steps below.

#### Programming The Receiver

**Step 1:** Momentarily press and release the Learn button. The LED will turn on.
**Step 2:** Using a programmed transmitter, press any one of the transmitter buttons (OPEN, CLOSE, or STOP). When the receiver learns the transmitter code, the LED will turn off. The receiver has automatically learned the two remaining buttons.
**Step 3:** Repeat to add additional transmitters with different codes if desired.

#### Erasing the Receiver’s Memory

**Step 1:** Press and HOLD the Learn button. The indicator LED will turn on.
**Step 2:** When the LED turns off (after approximately 5 seconds), release the Learn button.

**Important**

Refer to individual manuals for transmitter installation, coding and user instructions.