T Top Directions

(4) Backing Plates

(6) 1.5” Clamps
w/ bolts

(8) 2” Clamps
w/bolts
4 w/ threads
4 w/o threads

(20) 1/2-13 Bolts
These bolts are for connecting
the elbows to the up right of
the arch. You will need 24 of
them, but there are 26 in the
package.

(3) Cross Tubes

(4) Mounting
Brackets

(4) Elbows

(2)Top
Center Tubes

(2) Cross
Tubes w/ Brackets

(2) Short Front Legs
(2) Long Rear Legs

(2) Side Bottoms

(2) Front
Top Tubes

(2) Rear
Top Tubes

Assembly

Step 1

Center
Tube

Elbows

Step 2
Now Assemble the two rear tubes with the two front tubes.
Using the 1/2-13 Bolts.

Center
Tube

Elbows

Assemble the 2 Front and Rear Elbows to the center tube
These are the ones with the double bend In them. Use
elbow bolts supplied.

Step 4

Step 3
Next Insert the 3 cross tubes and assemble the 1.5”
clamps.Do not Tighten the clamps all the way down at this
point.
The middle tube goes on the front ½ section, right infront of
the weld.

Middle
Tube

Now insert the 2”
wide clamps on
both the port and
starboard side

Step 5
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Place these your
approximate
mounting width
apart.

Next Flip The structure and adjust the front and rear tube so
they are approx 20” off center of the middle tube.

Approx 20”
20”
20”

Step 6
Now Assemble the 2 Side tops tubes to the brackets.
If you know your width is on, you can also tighten the clamps
along with the cross tube clamps.

Step 7

Step 8
You can now install
the mounting bracket
to the tower.
Then go ahead and
stand the arch up.

Now Assemble the
4 Side Bottoms.
Use the 1/2-13
bolts and go ahead
and tighten them
up all the way.

Step 9

And Position leg leg
where you will need
them on your boat.
If the arch is not to
tall you can go ahead
for instillation.
If it is to tall you can
trim it down where
the mounting
brackets go in and
reinsert the mounting
brackets.

Mounting Brackets

Now It is time for the cross braces instillation.
It is best to mount this above the brake away points.
You may need to trim the cross tubes down some to make them work to your boat. If so you will need to
re-drill a 3/8 hole in the end 1” in..
Go ahead and loctite all these bolts.
If you have any questions on this part please feel free to call. 1888 675 6850

Step 10

Step 11

Now it is time to mount the arch to your boat.
Try to make sure to use the backing plates if
possible.

Mount Here
if possible.
There are 4 stand offs included with this
package. Some people only need to use 2 of
them. It is best to mount these as high as
possible on the bottom section of the T Top

Lacing
Canvas

1

2

Coming from the top of the last eyelet
across the top.

3
Then back through the same eyelet

4

Down through the eyelet
and around the frame, then
UNDER the canvas

Pull it through and tighten. Once this has
been repeated all the way around the
frame, you can then untie the original knot,

