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INSTALLATION AND OPERATION
FOR THE T2150
General
The T2150 is a microprocessor based, phone line powered, handset phone with automatic
dialing capabilities. The phone is shown in drawing SD0604-1B .The handset is of
polycarbonate material and is secured to a stainless steel faceplate with an armored cord.
The complete faceplate is sealed with the handset using a magnetically activated
hookswitch/hanger. The electronics of the phone, on the back of the faceplate, are protected
by a dust cover that is sealed at the top and sides to prevent moisture entry. The bottom of
the cover is open to allow connections and to allow air temperature equalization.
By lifting the handset on a T2150, a preprogrammed number is automatically dialed and twoway conversation can take place. The T2150 is programmed by dialing to it and entering a
programming password. After the password, the number to dial and the maximum duration
of a call can be programmed. If the call exceeds the maximum specified duration, the phone
electronically hangs up. The phone may be reactivated by placing the handset on-hook and
then taking it off-hook again. The phone also has an Auxiliary contact closure that may be
programmed to be activated when the handset is off hook and the phone turns ON.
Installation
The T2150 is secured to a mounting panel using the six, #10 countersunk holes. In vandalprone areas, it is recommended that tamper-resistant screws be used. The countersunk
holes will also accept #10 pan head screws. Connection to the phone is through the supplied
RJ-11 phone jack coming from the bottom of the unit. After connecting, wait 1 minute for the
circuitry of the phone to charge up.
Calls from the T2150
Calls from the T2150 are simply made by lifting the handset. Dial tone is first heard, followed
by the automatic dialing of the pre-programmed number. A Two-way conversation may take
place when the called party answers. The conversation is terminated and the T2150 is
electrically placed on hook when one of the following occurs:
The T2150 physically hangs up.
The called party presses the *0 on his/her keypad.
The pre-programmed conversation time out expires.
A CPC or momentary disconnect is sent by the interconnecting switch.
Calls to the T2150
When you call into the T2150 phone you can either pick up the handset to answer the call or
the unit will automatically pick up in 2 rings and allow you to program it.
Note: The auto-answer is set by jumper to 2 rings. It can be changed to answer in 4 / 8 rings.
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PC Board Diagram
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Programming Set-Up Methods
There are two methods of SETTING UP the T2150 phone for programming. Select the one
applicable to your situation as described below.
NOTE: THE TELEPHONE LINE PROVIDED MUST BE A TOUCH-TONE LINE.
The Hands-Free telephone can be programmed at any location and then installed in the
elevator cab. The phone will retain its programming without the need for a battery.
Method A: Calling the T2150 phone to Program it.
1. From any touch tone phone call the phone number to which the T2150 phone is
connected.
2. After two rings (OR if the handset is picked up) the T2150 phone will turn on automatically
and you will hear a single tone. NOTE: If there is more than one T2150 phones on the
same phone line you will need to have someone pick up the handset on each after the 1st
ring, or disconnect the others, to program each phone.
3. Go to the “PROGRAMMING INSTRUCTIONS” section.
4. After programming the T2150 phone, you should test it by picking up the handset. The
test will assure the phone is functioning correctly and as programmed.
Method B: Using the Keypad on the board to program it.
1.
2.
3.
4.
5.
6.
7.
8.
9.

Remove the back-box of the T2150 phone using a Philips screwdriver.
Disconnect the phone line from the phone jack.
Connect a 9-volt battery to the battery clips on the board. (See diagram of phone board)
Wait 30 seconds and then press the “PROGRAM” button above the keypad.
Make sure that the green LED by the keypad turns on. If it does not, go back to step 3 and
start again.
The T2150 phone will turn on and you will hear a diddle-diddle-diddle sound.
Go to the “PROGRAMMING INSTRUCTIONS” section.
When you have completed the Programming of the phone you can unplug the 9-volt
battery.
After programming the T2150 phone, you should test it by picking up the handset. The
test will assure the phone is functioning correctly and as programmed.

Programming Instructions
1.
2.
3.
4.

Choose programming setup method A or B.
Enter # 94851 to get into programming mode. Listen for three beeps.
NOTE ONE: Enter touch tone digits slowly and deliberately.
NOTE TWO: Once you are in programming mode, you can perform any programming
step in any sequence as long as you get three beeps after your programming entry.
5. Enter # 0 (enter the phone number to be programmed) * #. Listen for three beeps.
EXAMPLE: # 0 5551212 * #.
NOTE: If you are on a phone line that requires a "9" or another digit to call the answering
service, enter a # after the 9. This will insert a 4 second pause. EXAMPLE: # 09 #
5551212 * #.
NOTE: If you are on a ring down line and want to eliminate auto-dialing enter #0*#.
6. Enter # # to exit programming and hang up the phone.
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List of Commands for *Programming Mode
*Note: The phone enters Programming mode after completing step 2 of the
Programming instructions.
#0 Phone Number *#
#4 Identification Code *#
#5 Programming New Password *# - Set Programming Access Code
#6 Programming Access Code *# - Confirm Programming Access Code
o Only lengths of 4 digits are allowed
#* 1 XXX 2 W 0 *# - setup code (Default is: #* 1 600 2 8 0 *#)
o XXX – Call Timer [060-990 seconds], 600=Default Timer
o W – Unit ID [1-8]
**44 X *# - AUX1 behavior (0, 3) 0 = Disabled (Default), 3 = Enabled to close when lifting the
handset to activate the phone.
**90 *# - Sets the following Default Values:
o #*1600280*# - Default Setup Code.
List of Commands for *Converse Mode
*Note: The phone enters Converse mode when pressing the program button above the
keypad or when answering an incoming call by picking up the handset)
#0 - Plays back 1st Phone Number in DTMF tones.
#4 - Plays back Unit ID in DTMF tones
##0
##4
#*
*0

- Plays back 1st Phone Number in Voice.
- Plays back Unit ID in Voice.
- Hangs Up with 2-3 seconds delay
- Hangs the phone up with no delay.

8-Decrease speaker level (3 levels available: Normal, Medium & High)
9-Increase speaker level (3 levels available: Normal, Medium & High)
**8-Decrease microphone level (3 levels available: Normal, Medium & High)
**9-Increase Microphone level (3 levels available: Normal, Medium & High)
Note: Three beeps indicate that the speaker or microphone has been adjusted by one level.
The Normal level is the default and it is saved even if the power is removed from the unit.
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Battery & Power Supply Information
The following information explains how to determine when a battery or power supply is
needed or
When to use a specific type of battery:
You will need a 9V battery or a 9-24VDC/12VAC power supply with 8.4V NiMH battery
when:
1. The phone drops off the telephone line without completing the call.
2. There is more than one phone on the same telephone line and there is a need to call back
to a specific elevator phone, or if all elevator phones need to be “ON” at the same time.
ALKALINE BATTERY: Can be used on all phone lines. The battery will need to be checked
every 6 months. An AC connection is not required and the battery cannot be trickle charged.
LITHIUM BATTERY: Can be used on all phone lines. The battery will need to be checked
every 12 months. An AC connection is not required and the battery cannot be trickle charged.
9-24VDC/12VAC POWER SUPPLY: Can be used on all phone lines. The 8.4V NiMH battery
supplied with the power supply will need to be checked every 12 months. An AC connection
is required and the battery will be charged by the power supply connected to the P9
connector of the board. The P9 connector is polarity sensitive so use caution when
connecting to it. (P9 is labeled with + and -)
CAUTION:
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Specifications
Input connections: One shielded twisted pair communication cable
(Shield should be grounded at the controller only)
Phone line requirements: Standard (analog) loop start voice grade touch-tone telephone line,
PBX or key system station analog telephone line.
Optional AC adapter:

9 - 24VDC / 12VAC @ min. 200mA

Power required:

on-hook 0 ma

Power required:

off-hook 24 to 30 ma

Phone line voltage:

on-hook 24 to 70VDC (nominally 48VDC)

Phone line voltage:

off-hook 8 to 20VDC (nominally 14VDC)

Ring Sensitivity:

40 - 120VAC RMS

Dialing:

DTMF (Dual Tone Multi Frequency)

Frequency Response:

550Hz - 3400Hz, +/- 3db.

Operational Loop impedance:

600 ohms

FCC Registration:

US: NLFTE05B25668

Ringer Equivalency Number:

0.5B
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FCC Notice
The VPP phone complies with Part 68 of the FCC Rules. The label affixed to this equipment
contains, among other information, the FCC Registration Number and Ringer Equivalence
Number (REN) for this equipment. You must, upon request, provide this information to your
telephone company. The REN is useful to determine the quantity of devices you may connect
to your telephone line and still have all devices ring when your telephone number is called. In
most, but not all areas, the sum of the REN's of all devices connected to one line should not
exceed five (5.0).
To be certain of the number of devices you may connect to your line, as determined by the
REN, you should contact your local telephone company to determine the maximum REN for
your calling area.
The following jacks must be ordered from the telephone company in order to interconnect this
Equipment with the public communication network: RJ11.
An FCC compliant telephone cord and modular plug is provided with this equipment. This
Equipment is designed to be connected to the telephone network or premises wiring, using a
Compatible modular jack that is Part 68 compliant. See Installation Instructions for details.
If this device causes harm to the telephone network, the Telephone Company may
discontinue your service temporarily. If possible, they will notify you in advance. But if
advance notice is not Practical you will be notified as soon as possible. You will be informed
of your right to file a complaint with the FCC.
Your telephone company may make changes in its facilities, equipment, operations or
procedures that could affect the proper functioning of your equipment. If they do, you will be
notified in advance to give you an opportunity to maintain uninterrupted telephone service.
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Warranty Policy
Avire Inc. warrants its products to be free from defect in materials and workmanship under
normal use and service for 24 months from date of purchase. Seller’s obligation shall be
limited to repairing or replacing, at its option, free of charge for materials or labor any product
which proves defective in materials or workmanship under normal use and service. Avire
shall not be responsible for any damage to the unit incurred during installation. Seller shall
have no obligation under this Limited Warranty or otherwise if the product is altered or
improperly repaired or serviced by anyone other than Avire factory service. For warranty
service, contact Avire at 631-864-3699 or 800-527-9156.
THERE ARE NO WARRANTIES, EXPRESS OR IMPLIED, OF MERCHANTABILITY, OR
FITNESS FOR A PARTICULAR PURPOSE OR OTHERWISE, WHICH EXTEND BEYOND
THE DESCRIPTION ON THE FACE HEREOF. IN NO CASE SHALL SELLER BE LIABLE TO
ANYONE FOR ANY CONSEQUENTIAL OR INCIDENTAL DAMAGES FOR BREACH OF
THIS OR ANY OTHER WARRANTY, EXPRESS OR IMPLIED, OR UPON ANY OTHER
BASIS OF LIABILITY WHATSOEVER, EVEN IF THE LOSS IS CAUSED BY THE SELLER’S
OWN NEGLIGENCE OR FAULT.
Return Policy
During installation, if a product does not appear to function properly the installer must call the
Avire Technical Support Unit at (800) 527-9156, Monday through Friday. If the technician
determines that the product is not functioning, an RA (Return Authorization) number will be
issued, allowing the installer to return the product directly to Avire for repair, replacement or
credit. Returns with no fault found, will result in a bench charge plus shipping costs. Returns
without an RA number will result in a restocking charge of 25% or more plus shipping costs.
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