**CABLE ATTACHMENT DETAIL**

1. Cut excess thread.
2. Remove sacrificial nut.
3. Screw on acorn nut.

**ITEM NO.** | **PART NUMBER** | **DESCRIPTION** | **QtY.**
--- | --- | --- | ---
1 | 07-001-01 | IPE TERMINAL WOOD POST | 2
2 | 07-004-01 | IPE POST WOOD POST | 1
3 | 01-009-01 Or 01-023-01 | FIELD THREADED TERMINAL | 11
4 | 02-000-01 Or 01-08-01 | FIELD THREADED TENSIONER | 11
5 | Stainless Cable | 1/8" or 3/16" DIA. | 11
6 | Stainless Washer | STD | 22
7 | Stainless Hex Nut | STD | 22
8 | Stainless Acorn Nut | STD | 22

**LEVEL 36" STANDARD GUARD RAILING**

**TOP RAIL OPTIONS**

**OUTSIDE POST FACE**

**STAIRS 36" STANDARD GUARD RAILING**

**TYPICAL MOUNTING OPTIONS**

**STAINLESS CABLE & RAILING**

THIS DRAWING IS THE PROPERTY OF STAINLESS CABLE & RAILING AND IS PROTECTED UNDER COPYRIGHT LAW AS AN UNPUBLISHED WORK. IT MAY NOT BE PUBLISHED, COPIED OR REPRODUCED WITHOUT EXPRESS WRITTEN PERMISSION FROM SC&RCV.